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Caution!
Not following or incorrectly following these instructions can lead to
serious injuries.

Note!
Not following or incorrectly following these instructions can lead to
damage or reduced functionality of the product.

Info
Additional information about the product.

Symbols1
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Opties2
Product dimensions

Ducato H2

Spare parts
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Please follow the prescribed safety instructions from the vehicle
manufacturer at all times.

Horrex is not responsible for damage caused in the following
situations:
• Incorrect assembly or connection to the product
• Damage to the product due to mechanical influences;
• Modifications to the product without the permission of the
• producer;
• Gebruik voor doeleinden anders dan beschreven in de 

handleiding

 

3 Safety instructions

Info
If you do not have enough technical knowledge for
the installation, then have the product installed by a
specialist.
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4 Use

This product can only be used inside a Ducato, or similar, van.

Use only in combination with the supplied parts or additional parts
supplied by Horrex. This can be found in chapter 2 of this manual.

It is not permitted to use the product for purposes other than the
usage shown below.
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5 Installation

5.1 Check before installing
Check before installing if there is enough room to install the product
and if the rear screen does not block any other products
after installing.

5.2 Assemblage (pag. 14 (A) until pag. 16 (E)) 
Before the product can be installed, it has to be assembled. Use
steps A to E for this.

A: When present, remove the short side profile on both sides of
 the cassette.

B: Screw the side profiles to the cassette. For this, use screw A.

C: Make sure that the mesh cassette and pull bar are between
 the side profiles and the cords are running through the side
 profiles.

D: Fasten the 6 mounting clips to the outside of the side profile.
 Install 3 mounting clips per side profile. For this, use a pop rivet
 and a rivet plier.

E: Stick the two long foam strips on the outside of the side
 profiles and the short long foam on the cassette profile. Cut off
 the strips at the indicated dimensions.

Let op! 
Make sure that the cords of the screen are not getting
stuck between various components when placing the
side profiles.
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5.3 Installation (pag. 16 (F) until pag. 19 (K)) 
The product can be installed in the rear door opening of the
van after assembly. For installing, follow steps F to K. 

F: Place the rear screen in the rear door opening and check if the
 foam strips connect well to the rubber of the van.

G: Drill 6 holes in the places where the mounting clamps should
 go. Use a 2,5 mm drill for this.

H: Place the spacer rings behind the mounting clamps and
 fasten the mounting clamps with screw type A.

I: Align the cover plate with the back of the slot in the bottom of
 the van. Drill two holes of 3 mm in the bottom.

J: Fasten the cover plate on the bottom. For this, use screw type
 B.

K: Make sure that the pull bar can be moved smoothly, but
 does not drop down on its own. In case of the
 pull bar not moving smoothly, lessen the tension on the
 cords. This can be done by loosening the top tension blocks
 in the side profiles with an Allen key, and moving the blocks
 down slightly. If the pull bar drops down on its own, the
 tension blocks should be moved upwards.

 At the same time, check whether the pull bar is properly
 straight. This can be corrected by moving up the tension block
 on the side where the pull bar is sitting higher.
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5.4 Use
The pull bar of the rear screen Ducato is stepless adjustable in
height. The pull bar can be moved by pulling the pull bar up and
down with one hand.

5.5 Maintenance
Carefully clean the product with a damp cloth regularly.

Note!
Do not use any sharp objects or chemical cleaning
products that can damage the product.
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E
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6

7 Recycling

If possible, carefully separate the packaging material from this 
product and discard it in the appropriate bins for recycling.

If you want to dispose of the product itself, ask an employee at your
local waste disposal station how to do this in accordance with 
applicable regulations.

Please do not dispose of the product with household, garden and
kitchen waste.

Warranty

A standard 2-year warranty applies to this product. If the product is
defective, first contact your dealer or point of sale.

Distributors of original Horrex products and accessories can be
found on our website:
https://www.horrex.nl/consumers

If you cannot find a solution, or if you have other questions, com-
ments or suggestions, please send a message to:
info@horrex.nl
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8 Technical 
Data

Components Material

Profiles Aluminum

Plastic 
components

PA6

Mesh Polyester
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Horrex BV
Taanderijstraat 19
3133 ET Vlaardingen

TEL +31(0)10 26 19 600

www.horrex.nl
info@horrex.nl

www.drivingchangeint.com


